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Client Logic creates Connect Logic having a connect logic identifier 



Client Logic sends a channel request message to the Binding Logic 
including a calling address, a called address, a connect type (connection-oriented), 
a connect logic identifier, and an X.25 channel identifier (0) 
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Binding Logic sends a channel request message to the X.25 Logic 
including the calling address, the called address, 
the connect type (connection-oriented), and the connect logic identifier 
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^ X.25 Logic creates an X.25 channel having an X.25 channel identifier j 3 I ^ 



X.25 Logic sends a channel available message to the Binding Logic 
\-includingthexonnectiogic-identifier-and-the-X™25-channel-identifier- 
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Binding logic updates its binding database 



Binding Logic sends a startup message to the Connect Logic 
including the X.25 channel identifier 
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Connect Logic updates its list of available communication channels 
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^Client Logic registers with X. 2 5 Logic as a connection-oriented client 



X.25 Logic receives a call including a calling address and a called address 
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X .25 Logic creates an X.25 channel having an X.25 channel identifier 



X.25 Logic sends a new channel message to the Client Logic 
including the calling address, the called address, and the X.25 channel identifier 
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1 X.25 Logic sends a channel available message to the Binding Logic 
^including a connect logic identifier (0) and the X.25 channel identifier 
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^Binding Logic updates its binding database SI 
Client Logic creates Connect Logic having a connect logic identifier ^ ' 
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Client Logic sends a channel request message to the Binding Logic 
including the calling address, the called address, the connect type (connection-oriented), 
the connect logic identifier, and the X.25 channel identifier 
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Binding Logic sends a startup message to the Connect Logic 5~~~L>& 
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including the X.25 channel identifier 



Connect Logic updates its list of available communication channels 
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Client Logic sends an accept channel message to the X.25 Logic 
including the X.25 channel identifier 
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